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5.3.5		 Machine-readable message space and entry field contamination

No contamination of the machine-readable message space or entry fields is permitted.

5.4		  Finishing of continuous stationery forms

See Section 4.

5.5		  Dmin Certificate number

Dmin-certified printers must print their Dmin Certificate number and, if applicable, the Type S Certificate 

number in blue using the same typeface and size on the baseline of the Type D Certificate number as part 

of the preprinting operation. The Dmin Certificate number is made up of the letter D + 3 digits.

5.6		  Quality control

The certificate agreements with printers make reference to the Acceptgiro Rules & Regulations, of which 

the documents ‘Acceptgiro Printers’ and ‘Annex R Printing Proofs’ are particularly relevant to the quality 

control of Acceptgiro Forms.

5.7		  Broken runs

If a break occurs in the paper run, this must be clearly marked on the roll or on the box.

5.8		  Preprinting of reverse

The space for use by payees on the back of the payment slip is marked with an outline (see 2.2.3 on 

page 14). The space within the outline is available, for example, for information intended for the payer. 

The information is to be printed in PMS 444 or PMS Process Black, using Univers or Helvetica typeface, 

size 6 points up to a maximum of 12 points, with a stroke thickness of 0.2 mm. Complete signs, logos and 

emblems are not permitted. If a payee wishes to have the information included on a scanned image, a 

type size of at least 9 points should be used. The space below and to the right of the outlined box should 

remain absolutely clear.

N.B.: For requirements relating to preprinting, see also Section 3.
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